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Specifications of SIMPO Cabinet RS
Battery

Battery Type LiFePO4 (Lithium Iron Phosphate)
Battery Module Models SIMPO 5000
Number of Battery Modules 2~6
Number of Victron RS19 1~3
Energy 10.24kWh~30.72kWh
Nominal Voltage 51.2V.dc
Battery Module Voltage Range 40.8~58.08V.dc
Charging / Discharging C-Rate 1C
Cycle Life >8,000 (@25℃)
Charging Temperature -10°C~+55°C
Discharging Temperature -20℃~+55℃

Efficiency(@0.5C) >95%
Scalability Max 80 Modules In Parallel
Certificates UN38.3, CE, IEC62619, IEC62040, CEC

General Data
DC Breaker Rated Current: 325A
Dual-Path Switch Manual Transfer Switch
Cables with Quick connectors to RS19 3 Pairs, Quick plug-in
Fuses holders Compatible for Mega/Class T Fuse
AC Breakers Holder For Grid and loads
IP rating IP20
Humidity (non-condensing) Max 95%
Maximum Altitude 3000 m
Battery Module Weight 44kg
Cabinet Weight 120kg
Dimension (WxDxH) 620mm × 600mm × 1890mm
Battery Interconnection Pre-Wired Quick Connector With 25mm² Cable


