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SIMPO Pro - Various Options for Your project

SIMPO ProE
Battery Type LFP
Number of Battery Modules 12
Energy 241.15kWh
Nominal Voltage 768V.dc
Voltage Range 672~876V
Charging / Discharging Current 150A(0.5C)

Cycle Life >8,000 (@25℃)

Charging Temperature -20°C~+55°C
Discharging Temperature -20°C~+55°C
Efficiency(@0.5C) >95%
Scalability Max 16 Racks In Parallel
IP rating IP55
Humidity (non-condensing) Up to 95 %
Cooling HVAC
Maximum Altitude 3000 m
Weight ~2400kg
Dimension (WxDxH) 1500mm × 1975mm × 1450mm

SIMPO ProE
Battery Type LFP
Number of Battery Modules 11
Energy 88.7kWh
Nominal Voltage 844.8V.dc
Voltage Range 673.2~958.3V
Charging / Discharging Current 105A(1C)

Cycle Life >8,000 (@25℃)

Charging Temperature -10°C~+55°C
Discharging Temperature -20°C~+55°C
Efficiency(@0.5C) >95%
Scalability Max 16 Racks In Parallel
IP rating IP20
Humidity (non-condensing) Up to 95 %
Cooling Natural Cooling
Maximum Altitude 3000 m
Weight ~820kg
Dimension (WxDxH) 564mm × 2060mm × 783mm


